
Motor Instruction

ROTISSERIE DRIVE MOTOR

USE ONLY FOR OUTDOORS. DO NOT EXPOSE TO RAIN.

CAUTION: TO ENSURE CONTINUED PROTECTION AGAINST RISK OF ELECTRIC SHOCK, 
CONNECT TO PROPERLY GROUNDED OUTLETS ONLY, TO REDUCE THE RISK OF ELECTRIC 
SHOCK, KEEP EXTENSION CORD CONNECTION DRY AND OFF THE GROUND.

WARNING

ELECTRICAL GROUNDING INSTRUCTIONS This appliance (rotisserie motor) is equipped with a 
plug and should be plugged directly into a properly grounded receptacle. DO NOT cut or remove 
the grounding prong from this plug.

Keep the rotisserie motor electric cord away from the heated surfaces of the grill. When not in use remove 
and store the motor in a dry location.

This motor is set for  120V AC & 60Hz, 4W, 40mA, If voltage is exceeded, motor will be burn out.

• TO USE MOTOR SAFELY, PLEASE READ WARNING  PRIOR TO USE

Rotisserie Operating illustrations:

1. Place rotisserie motor onto the motor bracket, plug into a properly grounded outlet. Ensure 
that the rotisserie spit rod is inserted into the motor prior to turning on the motor.

2. When finished using rotisserie motor, switch to “off” position and unplug.


